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    #       Degree  Advisor                                                      Title

Special    PhD                            The Thermal Decomposition of a Cyclic-Base Residuum 
Thesis                                         Under Low Pressures--BY:  GEORGE H. FANCHER.  (1930) Dr. Van Kirk has a hard bound copy and the CSM Library has the original.

T577        MS      Barb               Some Factors That Affect the Marketing of Petroleum Products and An Investigation of the Effect of Railroad Tariffs Upon Marketing Areas--BY:  HARRY W. CHINN.  (1939)

T587        MS      Barb               A Practical Method of Testing Plain Carbon and Alloy-Steel Tubing for Relative Resistances to Corrosion--BY:  CARVER B. ELLIS.  (1940)

T589        MS      Barb               Petroleum Resources and Their Development in the Denver-Cheyenne Basin--BY:  FRANCIS N. BOSCO.  (1941) 

T624        MS      Barb               Calculation of Decline Curves for Gas Drive Reservoirs--BY: FELIPE E. BALDO.  (1947)

T625        MS      Barb               Study of Mariel Asphaltite From Pinar Del Rio Province, Cuba--BY:  LUIS A. BALDO.  (1947)

T697        PhD    Barb                Development of Laboratory Experiments on Cores for the Study of Oil Well Shooting--BY:  HASSAN MOHAMED ELKHOLI.  (1951)

T737        MS      Barb               A Reexamination of the Natural Gas Reserves of the San Juan Basin in New Mexico--BY:  CLARENCE B. FOLSOM, JR.  (1951)

T790        MS      Barb               Potentiometric-Model Study of Edge-Water Encroachment Into the South Elk Basin Oil Field--BY:  WARREN J. MASON.  (1954)

T813        MS      Ball                 Correlation Studies of the Rheological and Physical Properties of Various Types of Petroleum Asphalts--BY: MALAY K. GHOSE.  (1955)

T822        MS      Barb               An Investigation of the Relationship Between Permeability and Grain Size of Lucite Spheres--BY:  JAMES STOCK.  (1956)

T826        MS      Barb               A Study of The Permeability-Capillary Pressure-Relationship in Core Samples--BY:  GERALD W. JEFFERIES.  (1956)

T830        MS      Barb               A Study of Tortuosity Coefficient of Reservoir Rocks--BY:  SHAMSUZ ZAMAN.  (1956)

T845        MS      Barb               A Method of Calculation of Water-Flood Performance in a Reservoir with Stratified Permeabilities--BY:  HENRI P. FREYSS.  (1957)

T852        MS      Barb               A Study of the Possibility of Determining Oil In Place and Thickness - Porosity from Build-Up Pressure Curve--BY: ALVES BADINI(2).  (1957)

T853         MS      Barb               A Study of the Capillary Pressure Hydrodynamics Relationship to Oil Accumulation in Stratigraphic Traps--BY:  BENZION HABERMANN.  (1957)

T868         MS      Rowland         A Study of Oil-Soluble Vanadium and Nickel in the Produced Fluid of the Weber Reservoir, Rangely Oil Field, Colorado--BY:  JAMES W. JENNINGS.  (1958)

T869        MS      Rowland         A Study of a Denver-Julesburg Basin Separator Gas-Oil Sample Recombined with Connate Water for PVT Studies--BY: DAVID H. MC MURRIN.  (1958)

T874        MS      Barb               Effect of Clays on the Permeability of Reservoir Sandstone to Various Brines--BY:  ALI M. SAIDI.  (1958) 

T876         MS      Rowland         A Nomographic Method of Prediction of Reservoir Oil Viscosity--BY:  ABUL MOZAFFER MALICK.  (1958)

T883        MS      Rowland         A Correlation Technique for Evaluating Formation Volume Factor and Gas Solubility of Crude Oil in the Rocky Mountain Region--BY:  ABDUS SATTER.  (1959)

T898        MS      Hughes           Investigation of Abnormally High Pressures in Church Buttes Field Southwestern Wyoming--BY:  HASSAN BEYKPOOR.  (1960)

T955        MS      van Poollen    An Electrical-Analog Model and Its Application to the Study of the Effect of Hydrodynamics on the Entrapment of Petroleum--BY:  SHELDON W. ROBERDEAU. (1962)

T957        MS      Hughes           Development of Maximum Energy in Cable-Tool Drilling--BY: GEORGE T. C. KANG.  (1962)

T972        MS      Hughes           Crude Oil Fuel Content in In-Situ Combustion--BY: RONALD L. LEWIS.  (1963)

T974      MS      Hughes           The Effects of Relative-Permeability Ratio, Crude-Oil
                           Sheldon          Characteristics, and Surface-Separation Conditions on the 
                           Co-Advisors  Behavior of Volatile-Oil Reservoirs--BY:  SHERWIN D. YOELIN.  (1963)

T979      MS      van Poollen    Application of an Electrolytic Model in the Hydrodynamic Analysis of Stratigraphic Traps--BY: RAMESH MEHTA.  (1963)

T995        MS      Bass               Comparison of Five-Spot Areal-Sweep-Efficiency Calculation Procedure to Model Performance for Mobility Ratios Other Than One--BY:  CHING HUANG WU.  (1964)

T1031      MS      Sheldon          A Mobility Ratio Study for Immiscible Water-Oil Systems--BY:  HAROLD P. MEABON.  (1965)

T1038      MS      Bass               The Behavior of Hydraulic Propping Agents in Multi-Layer Systems--BY:  HANS LEITINGER.  (1965)

T1039      MS      Bass               An Investigation of the Effectiveness of Nitrogen as a Scavenging Gas in Low-Pressure Miscible-Slug Processes--BY: A. HERBERT HARVEY.  (1965)

T1041      MS      Bass               An Investigation of Areal-Sweep Efficiency of Miscible Displacement With Water-Solvent, Water-Scavenger Gas Injection Sequences Using a Five-Spot Model--BY:  D.M.F. PARKER.  (1965)

T1047      MS      Bass               The Effect of Overburden Pressure on Fluid Flow Through a Monolayer Propped Fracture--BY:  WILLIAM R. PITMAN.  (1965)

T1048      MS      Bass               A Tri-Dimensional Analysis of Fluid Displacement by Means of a Potentiometric Model--BY:  GIULIANO VERDINA.  (1965)

T1079      MS      van Poollen    Radius of Drainage Equation for Pressure Build-up--BY: ANIS A. ISHTEIWY.  (1966)

T1087      MS      Hughes           A Laboratory Study of Co-Current and Reverse-Current Batch Retorting of Colorado Oil Shale--BY:  ROBERT E. CRUMB.  (1966)

T1088      MS      van Poollen    Pressure Build-Up In a Reservoir With Offset Producers--BY:  JORGE ORLANDO VARGAS.  (1966)

T1092      MS      Sheldon          A Comparison of Waterflood Recoveries by Variance of Pattern Geometry Factors--BY:  JOE R. HOGAN.  (1966)

T1112      MS      Sheldon          The Effect of Nitrogen on the Various Compositional Material Balance Methods for a Gas Condensate Reservoir--BY:  MARVIN A. SVALDI.  (1967)

T1124      MS      Bass               Comparison of Equilibrium Ratios Obtained by Flash and Differential Liberation Processes for A Hydrocarbon Fluid Mixture of Known Composition--BY: MUSTAFA PAGDA KOKCU.  (1967)

T1133      MS      Bass               A Study of the Thermal Conductivity and Thermal Diffusivity of Sandstone Reservoir Rocks Under a Vacuum--BY:  HOMER J. BOYD(2).  (1967)

T1155      MS      Mitchell           Some Aspects of Polymer Additives in Viscous Water Floodings--BY:  TURGAY BAYLAV.  (1967)

T1187       MS      Bass               A Study of the Viscous Properties of a Petroleum Sulfonate System--BY:  WALTER C. PEARSON, JR.  (1968)

T1189       MS      Bergeson       The Adsorption of a Radioactive Tracer as a Function of Temperature and Concentration on Unconsolidated Sand--BY: NICOLAI LINDER.  (1968)

T1205      MS      Bass               Comparison of Equilibrium Ratios Obtained by Flash and Differential Liberation Processes for Three Hydrocarbon Fluid Mixtures of Known Composition--BY:  C. DOUGLAS HOWALD.  (1968)

T1223      MS      Bergeson       An Investigation Into the Possible Interference of Acid Gases in the Dehydration of Natural Gas by An Adsorption Process--BY:  J. F. MESSNER.  (1969)

T1224      MS      Bergeson       An Investigation of the Capillary Imbibition Phenomena for a Linear, Countercurrent Model Including the Effect of Applied Pressure and Fluid Viscosity--BY:  J. MICHAEL LACEY.  (1969)

T1225      MS      Mitchell           Phase and Volumetric Behavior of Three Multi-Component Hydrocarbon Mixtures of Known Composition--BY:  AYDOGAN AKYUZ(2).  (1969)

T1290      MS      Mitchell           Fluid Characteristics and Pressure Drop in a High Pressure Foam System--BY:  GABRIEL M. NEUNZERT.  (1970)

T1291      MS      Bergeson       A Study of the Effects of Temperature on Caustic Displacement of a Viscous Crude--BY:  RONALD J. COOPER(3).  (1970)

T1303      MS      van Poollen    Effects of Linear Boundaries on Pulse Testing--BY:FREDERICK E. KASTNER.  (1970)

T1305      ME      Bergeson       Gas Draw Waterflood Feasibility Study--BY:  R. H. ELLIOTT(2).  (1970)

T1348      MS      van Poollen    Compilation of Response Functions for Flow in Underground Reservoirs--BY:  RICHARD A. WEAVER(2). (1971)

T1352      MS      van Poollen    Secondary Recovery of Oil In Southeast Sumatra Field--BY: J. R. ORTIZ.  (1971)

T1375      ME      Bergeson       Bridger Lake Field Reservoir Study--BY:  ROBERTO AGUILERA.  (1971)

T1383      MS      Mitchell           Air and Water Requirements for Foam Drilling Operations--BY:  JACK A. KRUG.  (1971)

T1398      MS      Mitchell           A Drilling Simulator--BY:  BRADFORD JAY SINEX, JR. (1971)

T1410      ME      Bass               Grass Creek Phosphoria-Tensleep Alternate Gas-Water Injection Feasibility Study--BY:  W. R. EMMETT.  (1971)

T1413      ME      Bass               Past Performance Analysis Procedures and Performance Prediction Methods in the Dragon Trail Gas Field--BY: JOHANN J.L. DU TOIT.  (1971)

T1429      ME      Bass               Stewart Ranch Polymer Flood Feasibility Study--BY: JACK A. McCARTNEY.  (1971)

T1452      PhD  van Poollen      Effects of Pressure-Dependent Variables in Gas-Well Numerical Simulation and Gas-Well Test Analysis--BY: CRAIG W. VAN KIRK.  (1972)

T1459      MS      Bass               Dynamic Gas Hydrate Formation in the Presence of Non-Hydrating Paraffins--BY:  WM. STUART DEANS.  (1972)

T1460      MS      Bass               Peoria Field Reservoir Engineering Study--BY: DJAHANGIR R. KAVOUSSI-Z.  (1972)

T1482      ME      Bass               Springen Ranch Field Reservoir Study--BY:  HAGGI   ABUSAHMEN.  (1972)

T1487      MS      Mitchell           An Analysis of Slip Velocities of Spherical Particles in Foam Drilling Fluid--BY:  W. A. ABBOTT.  (1974)

T1490    MS    Bergeson         A Study of Brine-Crude Oil Interfacial Tension--BY: ROBERT L. FERRITER.  (1973)

T1514      MS      Bass               A Mathematical Study of Imbibition--BY:  MICHAEL HOLMES.  (1973)

T1540      ME      Mitchell           Drilling and Completion Practices Ignacio-Blanco Dakota Field--BY:  THOMAS S. PROEHL.  (1973)

T1567      ME    Bergeson         Beaver Creek-Madison Formation Reservoir Study--BY: MARCO T. CASTRO.  (1973)

T1569      PhD van Poollen       Evaluation of Fine-Grained Laminated Systems from Logs, Wasatch Formation, Utah--BY:  ROBERTO AGUILERA.  (1973)

T1575      MS      Kohlhass        The Effect of Producing Rate on the Formation of Arches in Unconsolidated Sands--BY:  D.B. TIPPIE. (1973)

T1583      MS      Bass               Physical Comparison of the Buckley-Leverett and Dietz Frontal Advance Theories for a Linear, Horizontal Waterflood--BY:  J.K. PEGGS.  (1973)

T1588      MS      Kohlhass        Pressure Distribution About a Perforation--BY:  RONALD E. HOGAN.  (1977)

T1604      MS      Mitchell           Strength, Permeability, and Porosity of a Cellular Oil Well Cement--BY:  CHARLES S. ALDRICH.  (1974)

T1606      MS      Kohlhass        Laminar, Transitional, and Turbulent Foam Flow Behavior--BY:  ROLAND E. BLAUER.  (1977)

T1724      PhD    Bass               An Investigation of Sequential Field Separation System Optimization--BY:  IBRAHIM NAFI ONAT.  (1975)

T1756      MS      Bass               An Investigation of the Effectiveness of Foamed-Crude Displacement in Porous Media--BY:  ARGEMIRO MENDEZ PEREZ.  (1975)

T1832      MS      Mitchell           Compressive and Tensile Strengths and Setting Times of Foam Cement with Common Additives--BY:  JOSEPH P. SLATTERY.  (1976)

T1850      MS      Mitchell           Aspects of Mooring in Deep Water--BY:  NIELS P. DAHL.  (1976)

T1871      PhD    Bass               The Evaluation of Oil Foam for Use as a Displacing Medium for Oil Recovery in Porous Media--BY:  HAZIM H. AL-ATTAR(2). (1976)

T1887      PhD    Mitchell           Rheology of Foam Cement--BY:  ALI MOSHEN AL-MASHAT.  (1976)

T1899      ME      Wu                  An Engineering Design of Laboratory Equipment for Crude Oil and Multi-Component Hydrocarbon Steam Distillation Tests--BY:  WILSON MORENO A.  (1976)

T1917      ME      Wu                  A Procedure for the Evaluation, Design, and Implementation of a Polymer Flood--BY:  JUMOBI O. BASHUA.  (1976)

T1919      ME      Fisk                Effect of Formation Compressibility and Edge Water on Gas Field Performance--BY:  MAHMOUD A. SHAGRONI.  (1977)

T1959      ME      Kohlhass        Artificial Lift Study Reef Reservoir--BY:  JAMES ALAN TOWNSEND(4).  (1977)

T1963      MS      Kohlhass        The First Wave Arrival Problem for a Fluid-Filled Borehole Surrounded by a Solid of Varying Wave Velocity--BY:  DAVE O. COX.  (1977)

T1964      PhD    Kohlhass        The Effect of Stress on the Petrophysical Properties of Some Sandstones--BY:  JACK A. KRUG. (1977)

T2023      ME      Mitchell           Prediction of Pore Pressure and Fracture Gradient for "Frontier" Formation in the North-West Part of the Green River Basin--BY:  DALIBOR ROGOSIC.  (1978)

T2026      MS      Hilchie            An Investigation of Oil Recovery From a Fractured Oil Shale Matrix by Injection of Heated non Oxidizing Gas--BY: KEHINDE ADE KUYINU.  (1977)

T2058      PhD    Mitchell           Long-Term Strength and Permeability of Foam Cement at Elevated Temperatures--BY:  EZATOLLAH PAKBAZ.  (1978)

T2069      MS      Bass               Effect of Jet Perforation on Foam Cement--BY:  KHALED CHEKIRI.  (1978)

T2071      MS      Kohlhass        The Effect of Overburden Stress on the Formation and Stability of Arches in Unconsolidated Sands--BY:  J. J. MELVAN.  (1978)

T2072      MS      Kohlhass        The Effect of Fluid Properties on Arch Stability in Unconsolidated Sands--BY:  MICHAEL P. CLEARY(2).  (1978)

T2079      MS      Bass               Properties of High Quality Foam Cement--BY:  JAMES S. LEBSACK.  (1978)

T2116      PhD    Bass               The Effect of Symmetric and Asymmetric Fractures on Transient Pressure Behavior of Gas Wells--BY: MAHMOUD A. SHAGRONI(2).  (1979)

T2117      ME      Bass               Future Performance of Sahabi "D" Field--BY:  NAGIATI A.EL-AMIR.  (1979)

T2165      PhD    Kohlhass        The Effect of Sand Size on Arch Stability in Unconsolidated Sands--BY:  DONALD C. WOOD.  (1979)

T2166      ME      Bass               Effect of Varying Reservoir Fluid Properties on Material Balance Calculations, Bu-Attifel Oil Field, Libya--BY: RAFA MOHAMED LABEDI.  (1979)

T2174      MS      Hilchie            An Investigation of Cation Exchange Capacity and Natural Gamma Radiation of the Muddy "J" Formation--BY: WILLIAM STERLING DONOVAN.  (1979)

T2180      ME      Bass               A Mathematical Programming Model for Subsea, Wet-Gas Transmission Pipeline Design--BY:  MERVYN A. DEFOUR.  (1979)

T2190      PhD    Wu                  A Scale-Up Study of Staggered Line Waterflood Performance Using Large Scaled Flow Models--BY:  FABIAN O. IWERE.  (1979)

T2202      ME      Mitchell           Recommended Cementing Programs for Gas Wells in the Red Desert Basin, Wyoming--BY:  HUGH E. HARVEY, JR.  (1980)

T2208      PhD    Bass               The Behavior of the Interface Between Two Immiscible Fluids of Unequal Mobilities During Displacement in Porous Media--BY:  FAROUK M. ALLAM.  (1979)

T2209      ME      Bass               The Effect of Gas Production Rate on the Performance of Partial Water Drive-Gas Reservoir--BY:  HASSAN S.AL-HASHIM.  (1979)

T2283      MS      Hilchie            Effect of Particle Size in Cation Exchange Capacity Determination--BY:  JOAO C.B. DE CAMPOS. (1979)

T2284      MS      Hilchie            A Study of Water in Crude Oil Emulsions--BY:  HARALD SCHMIDT.  (1979)

T2299      PhD    Kohlhass        Arch Stability and Failure Behavior in Unconsolidated Natural Sands--BY:  GBOLAHAN OLADELE LASAKI.  (1980)

T2300      ME      Wu                  Dina-Cretaceous Reservoir Performance Study Using a Two-Dimensional Simulator--BY:  VICTOR GERMAN RIVERA.  (1979)

T2308      ME      Van Kirk         Chivington Field Reservoir Engineering Study--BY: MUFTAH SULEIMAN.  (1980)

T2328      PhD    Bass               Pressure Behavior of Hydraulically Fractured Oil Wells at and Below the Bubble-Point Pressure--BY: JOHN D. WRIGHT.  (1985)

T2382      MS      Wu                  A Laboratory Study of Crude Oil Steam Distillation--BY: ROBERT BORLAND ELDER.  (1980)

T2410      MS      Hilchie            A Comparison of Results from Three Cation Exchange Capacity Measurement Methods--BY:  MOHAMMAD ASIF MIAN.  (1980)

T2421      ME      Hilchie            Optimization of Investment in an Offshore Oil Field Development--BY:  NEY TADEU ARAUJO MACHADO. (1981)
T2428      PhD    Bass               The Influence of Viscosity, Gravity and Interfacial Tension on Isothermal and Non-Isothermal Vertical Oil-Water Exchange in a Porous Medium--BY:  MERVYN A. DEFOUR.  (1981)

T2439      ME      Hilchie            Cherne Field Artificial Lift System--BY:  GLAUCO BARBOSA DE ANDRADE.  (1980)

T2441      MS      Hilchie            Changes in Chloride Content of Carbonate Rocks After Hydrochloric Acidization--BY:  LUIS CARLOS LEMOS COSTAMILAN.  (1981)

T2444      ME      Mitchell           Borehole Stability in the Williston Basin:  The Four Eyes Field Case Study--BY:  SAAD T. SALEH.  (1982)

T2522      ME      Van Kirk         A Design for a Caustic Flood Bell Creek Oil Field Unit E Powder River County, Montana--BY:  BRUCE T. GARRETT.  (1981)

T2562      ME      Bass               Evaluation of Abnormally Pressured Gas Reservoir--BY: JAWAD RADHI RUSTAM.  (1982)

T2580      ME      Kohlhass        Incorporation of Power-Law Fluid Effects in the Presence of Leak-Off in the Perkins and Kern Model of Vertical Fracture Propagation--BY:  RODOLFO T. VIANA.  (1981)

T2584      PhD    Bass               PVT Correlations of the African Crudes, Vol. I and Vol. II--BY:  RAFA MOHAMED LABEDI.  (1982)

T2596      PhD    Kohlhass        Biaxial Acoustic and Static Measurement of Rock      Elastic Properties--BY:  RAMONA M. GRAVES.  (1982)

T2610      ME      Van Kirk         A Reservoir Engineering Study of an Over-Pressured, Partial Water-Drive Gas field in Southern Louisiana--BY:  GEORGE F. SHARPE.  (1982)

T2627      MS      Mitchell           Radial Clearance of Centralized Casing in Oil Well Boreholes--BY:  ABDELBASET H. OMAR.  (1983)

T2628      PhD    Bass               The Effect of Finite Conductivity Vertical Fracture and Turbulent Flow on the Transient Pressure Behavior of Fractured Gas Wells--BY:  HASAN S. AL-HASHIM.  (1982)

T2667      MS      Kohlhass        Time Intervals for Spherical Flow as a Function of Anisotropy and Well Completion Interval--BY: JEFFREY L. GOODRICH.  (1982)

T2677      ME      Mitchell           Fracture Gradient Prediction in the Reconcavo Basin, Brazil--BY:  PAULO FERNANDO DE ARAUJO.  (1982)

T2703      MS      Mitchell           A Mathematical Model of a Gas Kick When Drilling in Deep Waters--BY:  OTTO LUIS ALCANTARA SANTOS. (1982)

T2712      MS      Mitchell           Triaxial Casing Design--BY:  MAJEED H. YOUSIF.  (1982)

T2752      ME      Van Kirk         A Reservoir Engineering Study of a Naturally Water Driven Oil Field--BY:  JAMES LOUIS LANE II. (1983)

T2754      MS      Wright             Comparison of Equilibrium Ratios Obtained From      Empirical Correlations For Heptanes-Plus Fractions--BY:  RICHARD JON JONES.  (1983)

T2759      MS      Crafton           The Optimization of Throughput and Brake Horse power for Reciprocating Natural Gas Compressors--BY:  ELIZABETH W. SUMERLIN.  (1984)

T2760      ME      Bass               Andalucia Sur Field, A Simulation Study--BY:  CARLOS PORTELA.  (1983)

T2808      ME      Bass               Ship Shoal Area Block 229 Reservoir Engineering     Study--BY: FERNANDO ALBUJA R.  (1983)

T2828      MS      Mitchell           Wellhead Loads and Surface Casing Failure--BY:  JOSE LIMA DE ANDRADE NETO.  (1983)

T2835      ME      Graves           Reservoir Engineering Study; Minnelusa Reservoir with Natural Water Influx--BY:  SUSAN M.T. HOWARTH.  (1984)

T2836      ME      Graves           The Design and Calibration of a Klinkenberg Permeameter--BY:  RICHARD F. McCLURE.  (1986)

T2871      ME      Bass               North Point Bolivar Field, Reservoir Engineering Study on the Texas Gulf Coast--BY:  HAZIM H. ABASS.  (1984)

T2872      MS      Bass               Feasibility of Increasing Oil Recovery in Pitts and Cockrell Leases Panhandle Field (Texas)--BY:  MUHANNAD T. SHUKER.  (1984)

T2883      PhD    Crafton           Development of a Numerical Simulator for Three-Dimensional Hydraulic Fracture in Heterogeneous Media--BY:  ROBERT D. BARREE.  (1984)

T2895      MS      Mitchell           A Study on Helical Buckling of Drill Strings in Inclined Holes--BY:  HUSEYIN KUTAN.  (1984)

T2902      MS      Van Kirk         The Effects of Polymer Augmented Alkaline Flooding and Core Geometry on Ultimate Oil Recovery--BY: I. METIN MIHCAKAN.  (1985)

T2913      ME      Van Kirk         A Waterflood Feasibility Study for the Idle Acres Field Banner County, Nebraska--BY:  ROGER M. FLAHIVE.  (1984)

T2918      MS      Aldrich            Cement Height and Pick Up Calculations for Zero Buckling Tendency--BY:  MAMDOUH M. EL AGAWANI.  (1984)

T2919      ME      Bass               Carrizo Field Block A Engineering Report--BY:  BARBARA C. BRUCE.  (1984)

T2937      MS      Crafton           Investigation of Methods to Compensate for Downtime in Decline Curve Analysis--BY:  LAURIE     SWANSON.  (1984)

T2989      ME      Crafton           A Comparison of Hydraulic Fracture Treatments for the Muddy "J" Sand Wattenberg Field, Colorado--BY:  R. L. ZAHNER.  (1984)

T3003      PhD    Bass               A Study of the Vertical Counterflow of Viscous Oils and Water in Porous Media--BY:  STUART E. SNOW.  (1984)

T3014      MS      Graves           Near Wellbore Stress Behavior in an Unconsolidated Sand During Sand Arch Formation and Failure--BY:  JOHN H. BENTON.  (1984)

T3018      ME      Wright             The Effect of Individual Interpretation on Reserve Estimates and Present Value Economics from Decline Curve Analysis--BY:  SCOTT A. DIGERT.  (1984)

T3040      ME      Bass               Shipwreck Galveston Field Reservoir Engineering Study--BY: SHAWKET G. GHEDAN.  (1985)

T3048      ME      Graves           The Design, Construction, and Calibration of an Orifice Meter Run--BY:  MICHAEL G. DECKER.  (1986)

T3068      ME      Poettmann     In Situ Combustion in the Lower Hospah Formation, McKinley County, New Mexico--BY:  STEPHEN M. STRUNA.  (1985)

T3099      PhD    Graves           Prediction of Static Elastic/Mechanical Properties of Consolidated and Unconsolidated Sands from Acoustic Measurements--BY:  HUGUES MONTMAYEUR.  (1985)

T3100      MS      Graves           The Effect of Fluid Pore Pressure on the Formation and Stability of Sand Arches--BY:  P. M. WINLSLOW.  (1985)

T3114      MS      Poettmann     A Correlation for Carbon Dioxide Minimum MiscibilityPressure--BY:  KENNETH LEE RIEDEL.  (1985)

T3130      ME      Wright             Maverick Production Company's Property Evaluation and Bid Analysis in Nomrah Field--BY:  JAMES V. IERUBINO.  (1985)

T3147      MS      Poettmann     Analyzing Injectivity of Non-Newtonian Fluids:  An Application of the Hall Plot--BY:  R. SCOT BUELL.  (1986)

T3178      MS      Graves           An Analysis of Triaxial Compaction Data Measured on Consolidated, Friable and Unconsolidated Sandstone Cores--BY:  CATHERINE L. KRAJICEK.  (1988)

T3200      MS      Wright             A Comparison of the Recoveries Obtainable by Depletion, Gas Recycling and Waterflooding of a Retrograde Gas Condensate Reservoir--BY:  CARSTEN SLOT-PETERSEN.  (1986)

T3217      MS      Crafton           Expert Systems Applications in Transient Well Test Analysis--BY:  JOHN N. COOKSON.  (1986)



T3228      MS      Poettmann     Error Analysis and Design Considerations for Backpressure Testing of Gas Wells--BY:  STEVEN B. HINCHMAN.  (1987)

T3249      ME      Wright             Reservoir Simulation Study of the Upper Reservoir KSB Field, North Sumatra Indonesia--BY:  PURNOMO YUSGIANTORO.  (1986)

T3272       MS      Poettmann     Density of Crude Oil Saturated with Carbon Dioxide--BY:  R. KENDALL MARRA.  (1986)

T3278      PhD    Crafton           The Effect of Noisy Historical Data on an Automatic History Matching Procedure--BY:  FRANCISCO GARCIA.  (1986)
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